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SUPPLEMENT TO

The Mansfelder Kupferschieferbergbau AG, Eilsleben, now a socialized
concern, operates a Bessemer plsnt in Hettstedt (M 52/D 64). It
also owns the Wolff, Paul Klothilde, Vitzthum and Hohenthal mines.
At the present time, 11,324 men ars enployed.

The mines yleld 16,000 to 18,000 tons of pure copper a year. In
January 1948, 1 156«731 tons were processed. The seans have a
thickness of 155 to 300 mm, vielding at the present time 1.8 to
of copper. Since the productivity of these seams will be ex-
hausted in about twenty years, it i1s planned to move mining
gctivities Lo Sangerheusen (¥ 52/D 42), where a shaft has already
een sunk.

By-products are nickel sulphate, tin vitriol, zinc oxide, and small

quantities of lead, red lead, and cadmium. The output of sulphuric

acld, processed from waste products, amounts to approximately 45,000
tons a year.,

About one third of the entire ocutput of the jansfelder Kupfer-
schieferbergbau AG comes from the Vitzthum mine,where 14 to 15
kilos of pure copper is extracted from every ton of ore, Accord-
ing to an SMA order, 70,000 tons of ore had to be mined during the
third as well as during the fourth quarter 1947. The quota of 407
tons of copper slate a day was almost filled during the last quarter
of 1947 (90% ard higher). 1In Januar: 1948, the output exceeded by
5% the daily quota of 430 tons. 1In addition, scrap from the
Oranienburg depot hag been processed; however, this stock is now
almost exhausted.

5. The present output of the Vitzthum mine is about 40% of its 1936
level; it 1s, however, planned to raise the output in 1948 to
approximately 70% of tne 1936 level.

6. Two turbo-generators have been dismantled, as well as a water
boiler (36 ton capacity) belonging to the power-station,

7. The Krughuette has a*smeltin% capacity of 1100 tons per 24 hours.
It bas threes blast furnaces (9 by 1,70 reters), of which.. . .
one is always undergoing repairs. 'The slag amounts to' approxi-
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